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TABLE 3.—MUNICIPAL WASTE COMBUSTOR OPERATING GUIDELINES—Continued

Municipal waste combustor technology

Carbon
monoxide
emissions
level (parts
per million

by volume)a

Averaging
time (hrs)b

Mass burn rotary refractory ................................................................................................................... 100 24
Mass burn rotary waterwall ................................................................................................................... 250 24
Modular starved air ............................................................................................................................... 50 4
Modular excess air ................................................................................................................................ 50 4
Refuse-derived fuel stoker .................................................................................................................... 200 24
Buddling fluidized bed combustor ......................................................................................................... 100 4
Circulating fluidized bed combustor ...................................................................................................... 100 4
Pulverized coal/refuse-derived fuel mixed fuel-fired combustor ........................................................... 150 4
Spreader stoker coal/refuse-derived fuel mixed fuel-fired combustor .................................................. 200 24

a Measured at the combustor outlet in conjunction with a measurement of oxygen concentration, corrected to 7 percent oxygen,
dry basis. Calculated as an arithmetic average.

b Averaging times are 4-hour or 24-hour block averages.

(b) For approval, a State plan shall
include requirements for municipal
waste combustor operating practices at
least as protective as those require-
ments listed in § 60.53b(b) and (c) of sub-
part Eb of this part.

[60 FR 65415, Dec. 19, 1995, as amended at 62
FR 45120, 45125, Aug. 25, 1997]

§ 60.35b Emission guidelines for mu-
nicipal waste combustor operator
training and certification.

For approval, a State plan shall in-
clude requirements for designated fa-
cilities for municipal waste combustor
operator training and certification at
least as protective as those require-
ments listed in § 60.54b of subpart Eb of
this part. The State plan shall require
compliance with these requirements
according to the schedule specified in
§ 60.39b(c)(4).

[60 FR 65415, Dec. 19, 1995, as amended at 62
FR 45120, Aug. 25, 1997]

§ 60.36b Emission guidelines for mu-
nicipal waste combustor fugitive
ash emissions.

For approval, a State plan shall in-
clude requirements for municipal
waste combustor fugitive ash emissions
at least as protective as those require-
ments listed in § 60.55b of subpart Eb of
this part.

§ 60.37b Emission guidelines for air
curtain incinerators.

For approval, a State plan shall in-
clude emission limits for opacity for
air curtain incinerators at least as pro-

tective as those listed in § 60.56b of sub-
part Eb of this part.

§ 60.38b Compliance and performance
testing.

(a) For approval, a State plan shall
include the performance testing meth-
ods listed in § 60.58b of subpart Eb of
this part, as applicable, except as pro-
vided for under § 60.24(b)(2) of subpart B
of this part and paragraphs (b) and (c)
of this section.

(b) For approval, a State plan shall
include for designated facilities the al-
ternative performance testing schedule
for dioxins/furans specified in
§ 60.58b(g)(5)(iii) of subpart Eb of this
part, as applicable, for those des-
ignated facilities that achieve a dioxin/
furan emission level less than or equal
to 15 nanograms per dry standard cubic
meter total mass, corrected to 7 per-
cent oxygen.

(c) [Reserved]

[60 FR 65415, Dec. 19, 1995, as amended at 62
FR 45120, Aug. 25, 1997]

§ 60.39b Reporting and recordkeeping
guidelines and compliance sched-
ules.

(a) For approval, a State plan shall
include the reporting and record-
keeping provisions listed in § 60.59b of
subpart Eb of this part, as applicable,
except for the siting requirements
under § 60.59b(a), (b)(5), and (d)(11) of
subpart Eb of this part.

(b) Not later than December 19, 1996,
each State in which a designated facil-
ity is located shall submit to the EPA
Administrator a plan to implement and
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